מוניטור 7" DT05
מדריך למשתמש
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פרק 1, מבוא:
מוניטור זה הינו חלק ממערכת impact  אינטרקום לבניין 
על 2 גידים
· אינטרקום וידאו ופתיחת דלת
· צפייה מרחוק במצלמת הדלת
· ניתן לחבר עד 4 מוניטורים באותה דירה
· ניתן להתקשר בין מוניטורים באותה דירה או דירה אחרת
· ניתן לחבר לחצן פעמון
1.1  . נתונים טכניים
	Working Voltage: DC 24~32V
	Quiescent Current: ≤ 20 mA (DC 30V)

	Working Current: ≤ 220 mA (DC 30V)

Resolution: 800×480 

Working Temperature: -10℃~+55℃
	LCD Display: 7.0 inch

Outline Dimension(L×W×D): 220× 140× 17.5mm

Storage Temperature: -25℃~70℃

	
	


פרק 2, הצגת המוצר
2.1  מידות 
[image: image1.png]
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2.2  רכיבים 
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להלן תפקודי הלחצנים כאשר המוניטור במצב המתנה:
חייג: כניסה למצב אינטרקום לחיוג למוניטורים אחרים
השתק/חץ ימינה: לחיצה רגעית תעביר את המוניטור למצב שקט (ולחצן זה ידלוק חזק יותר), לחיצה נוספת תחזיר למצב צלצול, לחיצה ממושכת 3 שניות תשפיע על כל המוניטורים בדירה  
פתיחה / OK : לא בשימוש במצב המתנה
צפייה / חץ ימינה: כניסה למצב צפייה בפנל 1, לחיצה נוספת תעבור לפנל הבא (עד 4 פנלים במערכת)
חיוג לשומר: חיוג לשומר, עמדת השומר הינה עמדה מספר 200 
נוריות חיווי:
כל הלחצנים מוארים וכאשר עוצמת התאורה משתנה ישנה משמעות 
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 מהבהב כל חצי שנייה בקבלת צלצול, מואר בזמן שיחה, הבהוב מהיר במצב תפוס
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דולק חזק במצב השתק
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 דולק חזק לאחר פתיחת הדלת
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תמיד תאורה עמומה
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 תמיד תאורה עמומה
2.3  תיאור ממשק אחורי
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ג'מפר ①:
1: ראשי / משני (משני יצלצל ללא וידאו אוטומטי)
2: מתאם עכבות: יש להעביר ל ON (RC)
יציאה ②.חיבור 2 גיד למערכת
מחבר③חיבור לחצן פעמון.
Chapter 3 Installation Height
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           Recommended height: 1.5 m
Chapter 4 Installation Illustration
[image: image11.png]


       

Step 1:

Drive the screws on the bracket with the holes on the 86 box.

Fasten the screws to fix the bracket
[image: image12.png]



Step 2:

After finishing the wiring of the Indoor Monitor, align the slot behind the Indoor Monitor to the hook of the bracket.  

After aligning correctly, move downward a little to make the Indoor Monitor well fastened on bracket. 
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With the bracket installed

Chapter 5 Basic Functions

5.1 Stand-By mode

LCD Display turn off when the device is under Stand-By mode, and the Indicator Light always on with light brightness:

1. Under Stand-By mode, long press[image: image15.png]


 for 3s to set the device address.

2.  Under Stand-By mode, short press[image: image16.png]


to execute customize function: calling the guard unit.

3. Under Stand-By mode, enter house-to-house dialing menu when pressing Call Key but no response when pressing Unlock key.

4. Under Stand-By mode, short press Mute key to mute the current device, if long press Mute key for 3s, mute state will be synchronized to other Indoor Monitors being installed in the same house. Indicator Light turns red under mute state.


5. Under Stand-By mode, short press “Monitor” key to monitor Outdoor Station; indicator Light flashes when there isn’t outdoor station.

5.2 Calling in

Basic workflow: Ring bell SHAPE  \* MERGEFORMAT 


Talk SHAPE  \* MERGEFORMAT 


Unlock SHAPE  \* MERGEFORMAT 


Call ended
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                Interface of bell rings

Incoming Call:

1. Visitor can call indoor monitor from outdoor station, the bell of indoor monitor rings.

2. Resident can press [image: image21.png]


 to answer the call.

3. During the call, resident can press [image: image22.jpg]3
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 to unlock the gate/door, after unlocking for 5s the call will be ended automatically. Under monitoring/ ringing/calling mode, press[image: image23.png]


 to open the secondary door.

4.  Resident can press [image: image24.png]


 to end up phone call.

5.3 Calling Guard Unit

Basic workflow: Ring bell SHAPE  \* MERGEFORMAT 


Talk SHAPE  \* MERGEFORMAT 


Unlock SHAPE  \* MERGEFORMAT 


Call ended
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                 Interface of Calling Guard Unit

While Indoor monitor is under Stand-By mode, resident can press [image: image29.png]


 to call the Guard Unit.

5.4 Surveillance

Basic workflow：choose monitoring facility  SHAPE  \* MERGEFORMAT 


Monitoring  SHAPE  \* MERGEFORMAT 


Unlock  SHAPE  \* MERGEFORMAT 


Monitoring completed
1. Press [image: image33.jpg]


 to monitor Outdoor Station, if the resident have installed multiple Outdoor Stations,  press [image: image34.jpg]


 to switch to the outdoor station.

2. During monitoring, resident can press [image: image35.jpg]3
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 to unlock the gate/door for visitor; press [image: image36.png]


 to call the monitoring device, press [image: image37.png]


 again to end up phone call.

5.5 Intercom 

Under Stand-By mode, short press [image: image38.png]


 to enter Intercom interface:

 [image: image39.jpg]INTERCOM : 001





                      Address setting interface

1. In the Intercom interface, press the [image: image40.jpg]


(UP) to increase the address number . Long press [image: image41.jpg]


, the address increases rapidly (minimum 001,maximum 200, which can be cycled), press (DOWN)[image: image42.jpg]


to decrease the number.

2. In the Intercom interface, short press [image: image43.jpg]3
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 to make a call and the device begin to play the ringback tone;

3.  In the Intercom interface, short press [image: image44.png]


 to exit to standby mode.

Chapter 6 System Setting

6.1 Address Setting

Within 60s power-on for Indoor Monitor, long press [image: image45.png]


 for 3s, after a long “Beep”
[image: image46] enter Address Setting interface:
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                       Interface of Address Setting 

1. Address Setting, Short press [image: image48.jpg]


(UP), address number adds 1 digit. Long press[image: image49.jpg]


, address number increases rapidly(circulating from 001 to 200); press [image: image50.jpg]


(DOWN), address number decrease 1digit.

2. Address Saving, Short press[image: image51.jpg]3
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, current address number will be saved and the device will enter Stand-By mode.

3. Short press [image: image52.png]


, quit to Stand-By mode without saving current address number.

6.2 Video Setting
While the device is in the state of ringing / surveillance / calling, press [image: image53.png]


 , the Video Setting menu will show up:
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                    Interface of Video Setting 

1. Before short pressing OK, press [image: image55.jpg]


 or [image: image56.jpg]


 to choose the setting of BRHTNESS, CONTRAST and COLOR(cyclically switch);

 2. After choosing, press [image: image57.jpg]3
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 to save the parameters, and then press [image: image58.jpg]


 (DOWN) and [image: image59.jpg]


(UP) to adjust the specific parameter (BRHTNESS, CONTRAST, COLOR), Range: 0-10;

3. Press [image: image60.png]


 to get back in ringing / surveillance / calling state, and the setting menu will disappear.

4. The OSD menu will disappear automatically and the device will get back in surveillance state if there’s no operations in 5s.
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